






2. Included in the pack





 
 

 
 

 

 

 













General

Gimbal

Camera

Battery

Dimensions

Angular Vibration Range
Controllable Range Pan:

Mechanical Range Pan:

Max Controllable Speed

±0.005°
Pan axis: -230° to +50°, 
Roll axis: ±45°
Tilt axis: -95° to +50°

Pan axis: -250° to +70°, 
Roll axis: ±90°, 
Tilt axis: -120° to +98°

Photo：100 - 1600
Video：100 - 1600

4K/30FPS, 2.7k/30FPS

120°/s

Weight

Input

Output

Sensor

ISO Range

Electronic Shutter Speed

Max Image Size

Photography Modes

Video Resolution

Video Recording Modes

Video storage maximum stream

Supported File Formats

Photo Formats

Supported SD Cards

Operating Temperature

Type

Capacity

Energy

Voltage

Charging Voltage Limit

Charging Environment Temperature

Operating Temperature

Operating Time

Charging Time

Lithium Ion Battery

1600mAh

5.53Wh

3.7V

5V

0℃ - 45℃

0℃ - 40℃

140 mins （Based on 1080p/30FPS）

90 mins (when using a USB adapter of 5 V/2 A)

1/3.06” CMOS, Effective pixels: 12M

The fastest Speed 1/1000

Single Shot, Self-timer

Video; Slow Motion; Time-lapse

60Mbps (Depend on SD card)

FAT32

JPG

Max. 128GB

0℃ - 40℃

134g

5 V / 2 A or 5 V / 1 A

5 V / 500 mA

/ Vidéo Formats / MP4

Radiofrequency
Frequency Band(s)
Maximum Radio-Frequency Power

2412 - 2472 MHz

13dBm

129.5 x 38 x 41.5 mm






